
Installation Instructions

1. Remove countertop from box.  Remove cabinet from box.
2. Flip cabinet upside down and install legs where indicated with 

screws provided. (If leg option was ordered.)
3. The measurements on the reverse are reference guidelines only.   

Dry fit the cabinet into place and level the cabinet side-to-side and 
front to back.

4. Once level, measure and record where the lag bolts/screws will     
fasten cabinet to the wall.
•	 The four leg cabinet model can be installed to the wall using 

screws, plugs and washers. (no backing is required)
•	 The two leg or suspended models must be installed using lag 

bolts and washers provided and backing is required.
5. Installation of backing materials must be completed to ensure the 

stability of the cabinet.  Drywall must be removed to install backing 
(eg. 2 x 6 securely blocked between studs).

6. Before dry walling, make any necessary adjustments to the hot, cold 
and drain lines.  A portion of the cabinet back has been left open 
to accommodate installation of the hot & cold water lines and the 
drain.  Please ensure that these lines are installed to the proper 
height and width and that they will not interfere with the bottom 
edge of the cabinet.

7. Re-drywall, tape, sand and paint.  Using Lag bolts and washers      
provided, fasten the cabinet through the drywall to the backing.

8. Before installing the countertop and basin, remove handles and the 
white protective plastic film from both stainless steel drawer front 
inserts.  Re-install handles to the front of the drawers.

9. Install faucet on countertop.  Install drain in the basin. 
10. Apply a small bead of silicone (not supplied) to the top edge of    

Cabinet.  Place the countertop and faucet unit on the top edge 
of  the cabinet; ensuring that countertop overlap on right and left     
sides is equal. 

11. Apply bead of silicone to the underside of the china basin and          
position on the countertop.

12. Allow the silicone to dry as per product instructions. 
13. To complete the plumbing connections inside the cabinet the     

drawers can be detached.
14. To detach the drawers remove the screws that are holding each 

slider to the underside of the drawer.
15. Once plumbing is complete and connections tested, return the   

drawers to the cabinet and re-install screws.
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